Performance and quality you
can rely on — made in Germany

@

® ©® ©

GERMAN PRODUCTION

STAHL laundry machines are manufactured exclusively in Sindel-
fingen. 90% of manufacturing is in house. Our name stands for the
highest quality — down to the smallest part in your machine.

DURABLE

All STAHL machines are designed for a long service life. We only
use high-quality and robust materials so your machine opera-
tes with maximum reliability for a long time.

ENERGY EFFICIENT

Our machines have different features that help you to achieve
perfect results with minimum energy and water use. Good for
you and good for the environment!

INDIVIDUAL

Standard machines from the catalogue? Not at STAHL: Every
machine we build is tailored perfectly to your application. This
means: You receive precisely what you need without super-
fluous bells and whistles.




WASHING MACHINES

With our three different washing machine series, we offer you the perfect
product for every conceivable washing application.

ATOLL HIGH-SPEED PROFESSIONAL WASHING MACHINE

Perfect for: Hotels, catering, cleaning services, fire brigades, laundries, textile cleanings, sports clubs

Our ATOLL professional washing machine is the ideal all-rounder. Thanks to the be-
spoke wash programs, it is suitable for almost all applications and textiles: From ta-
blecloths and bed linen to towels, dust control mats, cleaning textiles and clothes,
including specific requirements such as protective clothing. The ATOLL is also perfectly
suited for bakeries, butchers, abattoirs, retirement homes and wet cleaning, where
washing machines are not required to have a clean and dirty side.

Available in 13 different sizes: Our small professional washing machines have a load
capacity of between 55 and 7.7 kg. Our compact professional washing machines
are available in 10,12, 14,19, 22 and 29 kg versions. Our large-scale ATOLL models can
handle wash loads of 35, 45, 60, 80 and 115 kg.

Load capacity from 6 - 115 kg | P.10

DIVMAT HYGIENIC WASHING MACHINE

Perfect for: Retirement and care homes, hospitals, fire brigades and rescue services,
barrier separation for fire departments (PSA), featuring a partition for the separation
of clean and dirty wash loads

We produce two different models of our DIVMAT hygienic washing machine.

The DIVIMAT D partition washer-extractor model is loaded from the front and unloaded
from the opposite side. It is available in 14, 18, 22, 29, 35, 40, 45, 60, 80, 120,160 and 200
kg versions for different dry loundry load capacities.

The DIVMAT $ hygienic washing machine is the other model from STAHL which allows you
to load the machine from the side and unload it from a large porthole door on the clean
side. This side loader model is available with a load capacity of 14 kg.

Load capacity from 14 - 200 kg P14

WS MEDIUM-SPEED INDUSTRIAL WASHING MACHINE

Perfect for; Ships, equestrian sports, industrial applications

Our WS industrial washing machine is hard mounted. It is not soft mounted like our
ATOLL model. It is freely programmable up to 500 rpm.

You can choose from seven different sizes: The WS industrial washing machine is
available in 10,14, 22, 29, 35, 45 and 60 kg versions for different load capacities.

Load capacity from 10 — 60 kg | P.18




What distinguishes our washing machines

STAHL washing machines are designed, manufactured and continuously
developed in Germany. We are proud of our innovative design, which is

unique in the market.

POWERFUL WASHING MECHANISM

Geometrically optimized
shape of the outer drum

Round eco drum

Perforated
SCOOpS

Unused
water volume

Powerful washing mechanism

= Water pressure increases at the constriction. Due to the
perforation of the drum and the scoop ribs, water flows
quickly and pressurefully onto and through the laundry

+ More scoop ribs = more water and laundry movement

Round outer drum

Round eco drum Direction of rotation

Unused
water volume

Conventional system

+ The round drum does not create water dynamics in the
round outer drum

+ Less scoop ribs = less laundry movement

+ More unused water = higher water consumption

INNOVATIVE OVERFLOW RINSING PROCESS

Laundry detergent /5!

PULS drainage

Innovative rinsing process

* Dirt bound in detergent is drained via overflow
« Rinse bath remains cleaner = Save one rinse

Laundry detergent

Conventional rinsing process

+ Dirt and detergent come into contact with wash load during
rinse

+ More rinses are necessary



WASHING MACHINES

20 % ENERGY SAVING DUE TO SPECIAL THERMAL INSULATION

heat
insulation

Outer Drum

ECO-Drum

Thermal insulation from STAHL Conventional machines

+ Thanks to the thermal insulation, the heat does not radiate + Without insulation, a high proportion of the heat
outwards as unused energy, but remains in the Eco drum. radiates as unused energy to the outside
Significant energy savings are the result + High waste heat = Energy loss

* No waste heat = Energy savings

STAHL ECO DRUM

STAHL eco drum Drum with too small holes

+ Fast drainage + Slow drainage

* Gentle funnel perforation with soft radii + Higher energy consumption during spinning
+ Saving time and energy with scoop rib technology + Higher forces act on the drum and bearings
+ No coarse dirt remains in the drum + Coarse dirt remains in the drum



HIGH-SPEED ATOLL WASHING MACHINE

Detalled information and
turther specifications are
crvaitabée here,

5 years warranty on
the drum bearing

High-speed ATOLL washing machine
The allrounder.

The robust and durable STAHL ATOLL washing machine in 13 sizes from 5.5
to 115 kg is suitable for all textiles and applications. You can now wash ever-
ything in just one washing machine.

Suitable for: Towels and bathrobes, tablecloths and serviettes, bed linen, outer-
wear and wet cleaning, mops and cloths, dirt-trapping mats and pet blankets,
fire brigade and rescue service clothing, PPE and equipment items such as re-
spiratory protection masks, kitchen linen, curtains and drapes and much more!
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Advantages of the ATOLL

() Energy efficient

== Water saving

@ short washing times
Robust & durable

W Kind to textiles

2% Large loading opening

Technical data and dimensions

i, Service-friendly machine design

P Suitable for connection to automatic

liquid detergent dosing system

*! Easy operation with all parameters freely

programmable, e.g. temperature and

temperature hold time

“ss 77 1 oo | 120 | vao | a0 | 220 | 290 | 330 | 450 | 0 | a0 | oo |

DRUM

Drum velume I 59 78 100 120 142 78 220 292 350 480 600 800 nso
Filling weight {nextile dry weight)

depending on loading ratio up o kg % 9 " 13 16 2 24 32 38 50 66 ag 127
Optimurmn filling weight ;

(D"‘f weight of fabric) I:s; 3 8 1a 12 14 . 18 22 29 o 45 80 a0 ns
Spinning variable up to :J“’rm nog 100 000 1000 000 1000 10000 1000 800 G000 900 800 Bo0
Scoop ribs a 4 a 4 4 5 B 5 & 8 :] ] B
MACHINE DIMENSIONS

Height mm 1008 1008 1240 1240 1240 1265 1270 1370 1820 1520 1820 2100 2100
Width mm 690 690 780 790 790 995 1010 1010 150 50 Ms0 1860 1860
Depth mm 725 815 800 10050 1050 1010 s 1295 1250 420 1820 2290 2290
Weight kg 220 230 310 350 '_350 450 410 660 950 1070 1660 3700 3800
SMALLEST GAP CLEARNACE

DIMENSION DISASSEMELED

Wiclth mm 640 640 740 740 740 900 900 900 1060 1060 10BO 1600 1600
CONNECTIONS (ELECTRIC HEATING)

Connected load electric heating kW 54 72 g 12 12 12 18 1824 38 36 36/54 81 a
Supply lines i 1 1 1 1 1 2 2 3 3 3 4 4
CONNECTIONS

(STEAM, OIL, CIRCULATION)

Steam oM 12 12 20 20 20 20 20 20 20 20 20 25 25
SUPPLY-[DISPOSAL LINES

Draln connection mm EO 50 70 70 70 70 70 70 Ta 70 Ja 100 100
Water supply valves AG 3/4 34 34 3ja 3la 3y 34 34 3fa 3/y 34 sfathjz slaimz
TYPES OF HEATING

Electrics X x X X X X % X X X X x X
Steam/steam indirect X % X X X X X X X X % X %
Hot oil 'S * ® ¥ X ¥ X ¥ X ® 3 x %
Dual heating system (ateumfebectric) X X X X x X X X X X X X X

Technical changes and errars excepted.

n



HIGH-SPEED ATOLL WASHING MACHINE
]

Highlights of the professional ATOLL washing machine

Intuitive operation via large touch display

In addition to 98 freely programmable washing programs, you also hove the option
of adjusting various parameters during the washing process, including temperature,
holding time, water level, speed, rinse time, spin time and spin speed. The STAHL was-
hing machine control unit includes as standard washing programme packages for all
applications and industries, e.g. for: Hotels, cleaning services, care homes, fire briga-
des, wet cleaning programs for textile cleaning, equestrian sports and much more. Of
course, you can also use the FREEpro touch control unit to store and select thermal and
chemo-thermal disinfection programs which are compliant with the guidelines of the
Robert Koch Institute (RKI).

High-quality detergent compartments made from
stainless steel

Stainless steel detergent compartrnents prevent the washing powder from clumping
together and always remain hygienically clean.

Large doors at ergonomic height

The large doors are located at an ergonomic height and make it easier for your staff
to load and unlead the machine which prevents bad posture, The fill opening is espe-
cially large to make work easier.
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Automaltic load size detection

The maintenance-free PTS 3 Power Transmission System developed by us only consu-
mes as much energy as is actually needed for the respective activity. Our intelligent
WRS water regulation system continuously monitors the water level and adapts to the
circumstances automatically. For example, the ATOLL recognises when there isn't a full
lood, meaning less water is used. This means that the ATOLL always have the lowest
possible energy and water consumption.

Generously dimensioned stainless steel drain valve

The stainless steel drain valve ensures a reliable workflow even when there is coarse
dirt in the laundry and can be accessed from the front via o large service flap. The
drain valve is developed and produced by us and is step-shaped, which prevents dirt
from being deposited and foreign bodies getting stuck in it. The stainless steel drain
valve in our washing machines is controlled by water or air and therefore remains
closed even if there is a power failure, which would otherwise result in the water being
lost and you having to restart the washing process. Another advantage for you is that
they are wear-free, as there is no rubber diaphragm, ball or strainer is installed in the
STAHL stainless steel drain valve.

Stable drum with large funnel perforations

The STAHL stainless steel washer drum has funnel-shaped and gently curved out-
wards -facing perforations. This means that your laundry is very gently handled, and
the desired friction effect increases within the laundry, but decreases on the metal,
The number of the holes and their size has been optimised in order to provide you with
the maximum possible level of efficiency. They ensure that any suds are discharged
quickly. With the drum perforations you also benefit from the fact that no coarse dirt
remains in the drum after the wash cycle.

13



DIVIMAT PARTITION WASHING MACHINE

Detalled information and
turther specifications are
crvaitabée here,

DIVIMAT partition washing machine
The hygiene specialist.

The robust and durable DIVIMAT hygienic washing machine is available in o
range of sizes from 14 to 200 kg and is suitable for all textiles and applica-
tions. You can now wash everything in just one washing machine.

Suitable for: Residents’ laundry, towels and washcloths, tablecloths and ser-
viettes, bed linen, incontinence pads and bibs, outerwear and wet cleaning,
mops and cloths, dirt-trapping mats and pet blankets, fire brigade and res-
cue service clothing, PPE and equipment items such as respiratory protection
masks, kitchen linen, curtains and drapes and much more!
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Advantages of the DIVIMAT

() Energy efficient

== Water saving

@ short washing times
Robust & durable
W Kind to textiles

2% Large loading opening

Technical data and dimensions

i, Service-friendly machine design

P Suitable for connection to automatic liquid

detergent dosing system

‘! Easy operation with all parameters

freely programmable, e.g. temperature

and temperature hold time

DRUM

Drum valume I 142 a7 220 292 400 360 450 B00 800 1200 1600 2000
Filing weight {textile dry weight) :

depending.on laaing ratia Up 1o kg 16 a 24 a2 44 38 50 B& 28 133 78 22
Optirmurm filing weight o

EDW weight of Heibric) kg 14 18 22 29 40 35 45 B0 &0 ] 160 200
Cuter door mm  BA0x 540 540x540 MB:B{iU 540x540 540 x540 540x 540 540x 540 540x540 BA0x540 780 x 580 780 x6BD 780 x 580
Spinning variable up to :’r{ll‘i 1000 1000 1000 1000 000 00 a00 00 800 BEQ 850 es0
scoop ribs 4 A 5 ; il g B 8 i1 3 3
Chamibars Number 1 1 1 1 | 2 12 1z 12 | 3 3
MACHINE DIMENSIONS

Helght mm 1400 1400 1885 1685 1685 s 1718 1716 1715 2200 2280 2280
Width mm 1130 1310 1200 1380 1560 1200 1380 1560 1920 1780 2080 2340
Depth e BEG 960 T8k na nag 1344 1344 1244 1344 1870 1870 1870
Weight ka 00 650 885 995 1200 160 1456 1830 2030 4150 4400 4850
SMALLEST GAP CLEARNACE

DIMENSION DISASSEMBLED

Width without door/bolier turned  mm 790/760  790/760 10I0/900 1010/900 1010/900° 1195/1090 NE5[1090 195/1090 1195{1080 17202080 [720{2080 1720/2080
CONMNECTIONS

(ELECTRIC HEATING)

Connected lood electric heating KW 12 18 1824 24 36 36 36 36/628 78 72 on recguest
supply lines electric heating 1 2 2 2 3 3 3 3 4 4 on request
CONMECTIONS

(STEAM, OIL, CIRCULATION)

Steam DN Wz k3 Wz Wz iz IFa \z e r r r *
SUPPLY-[DISPOSAL LINES

Drain connection mm 0 70 70 7a 0 0 70 70 70 100 100 100
water supply valves AG 3ja’ 34 3fa afa* aja 3/a" EIES afa 34 nfzrale nf2slae njzrsla
Compressed air 20 |/ min G i e & e 14 e & IES e 1far e e
Print request bar i1 5] & ] Li] G g 8 i 8 8
TYPES OF HEATING

Electrics bt x X X i X % x X X X X
Steam/stearn indirect ¥ ® ® % ¥ % % % X ¥ ® %
Hot oil X % X X A kS X % X % X X
Duethacting aystem X% * i % x X % % X x X X

steamn/ electric)

Technical changes and emors excepted

" i
industrial-washing-machines/divi

wailobie: DIVIMAT S with side loading

stahl-woescherelmaschinen.defen/product/

mat-hyglenic-washing-machine/




DIVIMAT HYGIENIC WASHING MACHINE

Highlights of the DIVIMAT partition washing machine

Large 180° side opening doors

The large doors open sideways through a full 180 degrees, giving access to the wash
drum without water dripping from above. The doors with their large viewing panel
can be left-or right-closing on both the clean and unclean side, as chosen by you.
The doors of the wash drum dre also large, ensuring that you can load and unload it
quickly and conveniently. The lock mechanism of the drum is sturdy and secure, but
can nevertheless be opened and closed with one hand. During loading and unloading
the washing drum door acts as a support to prevent you from slipping. Immediately
after the end of the washing process the drum stops at the door opening where it au-
tomatically locks into position, which enables you to work quickly and safely.

High-quality detergent compartments made from
stainless steel

Stainless steel detergent compartments prevent the washing powder from clumping
together and always remain hygienically clean.

Rigidly-mounted drum, impressively drum bearings

The STAHL stainless steel washer drum has funnel-shaped and gently curved out-
wards -facing perforations. This means that your laundry is very gently handled, and
the desired friction effect increases within the laundry, but decreases on the metal,
The number of the holes and their size has been optimised in order to provide you with
the maximum possible level of efficiency. They ensure that any suds are discharged
quickly. With the drum perforations you also benefit from the fact that no coarse dirt
remnains in the drum after the wash cycle. The massive bearing of the DIVIMAT hygienic
washing machine is the impressive expression of quality of our STAHL laundry machi-
nes. It was developed by us and perfectly corresponds ta our philosophy of the best
quality and longevity. Its impressive features include its dimensions, grease nipples
and multiple protection against suds.




Generously dimensioned stainless steel drain valve

The large stainless steel drain valve without a ball, rubber membrane or strainer en-
sures a reliable workflow even when there is coarse dirt in the laundry and can be
accessed from the front via o large service flap.

The stainless steel drain valve developed and produced by us is large and step-sha-
ped, which prevents dirt from being deposited and foreign bodies getting stuck in
it. This guarantees you o reliable and economical workflow without the need for
time-consuming maintenance. The stainless steel drain valve in our partition washing
machines is controlled by water or air and therefore remains closed even if there is a
power failure, This promises operational relicbility.

Intuitive operation via large touch display

The DIVIMAT features our flexible FREEpro touch control unit. This allows you to use the
DIVIMAT in different ways. In addition to 89 freely programmable washing programs,
you also have the option of adjusting various parameters during the washing process.
These parameters include temperature, holding time, water level, speed, rinse time,
spin time and spin speed. You can also use the FREEpro touch control unit to store and
select thermal and chermo-thermal disinfection programs which are compliant with the
guidelines of the Robert Koch Institute (RKI).

Load size detection

Our intefligent WRS water regulation systemn continuously monitors the water level and
adapts to the circumstances automatically. For example, the DIVIMAT recognises when
there isn't @ full load, meaning less water is used. This means that STAHL's DIVIMAT parti-
tion washer extractor machines always have the lowest possible water consumption and
are the most economical washing machines for your commercial purposes. The main-
tenance-free PTS 3 Power Transmission System developed by us only consumes as much
energy as is actually needed for the respective activity, e.g. power consumption during
spinning decreases the drier your laundry becomes, or if the DIVIMAT commercial was-
hing machine is not fully loaded.
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WS MEDIUM-SPEED WASHING MACHINE

Detalled information and
turther specifications are
crvaitabée here,

WS medium-speed washing machine
The sturdy.

The rigidly-mounted WS washing machine with its 7 sizes ranging from 10
to 60 kg is the perfect machine for special applications and for users that
require a maximum of 500 rpm and 80% residual moisture.

Suitable for: Horse blankets and equestrian sports textiles, industrial products and
components, textile cleaning on ships, towels and bathrobes, tablecloths and ser-
viettes, bed linen, outerwear and wet cleaning, mops and cloths, dirt-trapping mats
and pet blankets, fire brigade and rescue service clothing, PPE and equipment items
such as respiratory protection masks, kitchen linen, curtains and much more.
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Advantages of the WS

O Energy efficient i, Service-friendly machine design

== Water saving P Suitable for connection to automatic
@ short washing times liquid detergent dosing system

Robust & durable *! Easy operation with all parameters

W Kind to textiles freely programmable, e.g. temperature
2% Large loading opening and temperature hold time

Technical data and dimensions
ws [ 100] 10| 220 | 200 | 350 | 450 | 800 |

DRUM

Drum velume | 100 142 220 202 380 460 60O
Filling wisight (textile dry weight)

depending on loading ratio kg ) L 4 # 38 50 o
Optimum filling weight

(DTY weight of felbric) kg 1] 14 22 28 35 45 60
Spinning variable up to Um’in 500 500 500 500 500 500 500
Scoop riba 4 4 5 5 B 8 8
MAGHINE DIMENSIONS

Height mm SigEiE 1220 SlaE 1362 BRSNS 1500 B
Width mm 775 775 B8O 880 1100 100 1100
Depth mm 78 1m0 1070 1243 1215 1400 1800
Weight kg 240 260 340 350 820 870 1100
CONNECTIONS (ELECTRIC HEATING)

Connected load electric heating kw 9 12 18 18f24 38 36 35)‘5::
Supply lines 1 1 2 2 3 3 3
CONNECTIONS

(STEAM, OIL, CIRCULATION)

Steam DN 12 20 20 20 20 20 20
SUPPLY~[DISPOSAL LINES

Drain cq_:l_nqen_:_tlgn mim 70 70 ) 70 _?'ID 70 ?_‘0 70
Water supply valves AG  3la 3fa  3fa 34 34 3ja 3la

TYPES OF HEATING

Electrice

Steamfsteam indirect

Hot oil

2 | e 2 | =
2 | me | % |3
® | = | x| =
% 5% |
30| 30| pe |2
¢ | 5| m | 3%
| | w |

Dual heating system {steam [electric)

Technical chonges and errors excepted.
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WS MEDIUM-SPEED WASHING MACHINE
]

Highlights of the robust WS washing machine

Intuitive operation via large touch display

Our flexible FREEpro touch control unit allows you to use the WS in many different ways.
The control unit features an impressive 99 freely programmable washing programs,
as well as the option to adjust various parameters during the washing process. These
adjustable parameters include temperature, holding time, water level, speed, rinse
time, spin time and spin speed.

Automatic load size detection

The maintenance-free PTS 3 Power Transmission System developed by us only consu-
mes as much energy as is actually needed for the respective activity, e.g. power
consumption during spinning decreases the drier your laundry becomes, or if the WS
commercial washing machine is not fully loaded. The PTS 3 with its trendsetting ult-
ra-efficient motor reduces current spikes, detects and controls unbalance situations,
ensures quiet operation and features continuously adjustable washing and spinning
rotation speeds as well os gentle starting and wear-free braking of the drum without
the use of mechanical braking components. What FTS 3 means for you is flexible, eco-
nomical, safe and innovative washing.

Large doors at ergonomic height

The large doors are located at an ergonomic height and make it easier for your staff
to load and unlead the machine which prevents bad posture, The fill opening is espe-
ciglly large to make work easier,
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High-quality detergent compartments made from
stainless steel

Stainless steel detergent compartments prevent the washing powder from clumping
together and always remain hygienically clean.

Generously dimensioned stainless steel drain valve

The large stainless steel drain vaive, available as an option, without ball, rubber mem-
brane or strainer ensures a reliable workflow even when there is coarse dirt in the
laundry and can be accessed from the front via a large service flap. This guaran-
tees you a reliable and economical workflow without the need for time-consuming
maintencince. The stainless steel drain valve in our washing machines is controlled by
‘water or air and therefore remains closed even if there is a power failure, which would
otherwise result in the water being lost and you having to restart the washing process.

Rigidly-mounted drum, impressively drum bearings

The stainless steel washer drum has funnel-shaped and gently curved outwards-fa-
cing perforations. This means that your laundry is very gently handled, and the desired
friction effect increases within the laundry, but decreases on the metal. The number
of the holes and their size has been optimised in order to provide you with the maxi-
mum possible level of efficiency. They ensure that any suds are discharged quickly.
With the drum perforations you also benefit from the fact that no coarse dirt remains
in the drum after the wash cycle. The massive bearing of the WS industrial washing
machine is the impressive expression of quality of our STAHL laundry machines. It was
developed by us and perfectly corresponds to our philosophy of the best gquality and
longevity. The drum bearing has impressive dimensions, is equipped with an auto-
mictic lubricating system and has multiple protection against suds.
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